
C35 TOOLING SYSTEM

Double Face Contact Multi Lock Milling Chuck

ORDER NO. TAPER SOCKET A C WEIGHT KGS CODE NO.

VD-101 NT30 NT30 144 70 1.3 3201-001

VD-102 NT40 NT30 150 70 2 3201-002

VD-103 NT40 NT40 181 89 2.4 3201-003

VD-105 NT50 NT40 175 89 3.8 3201-004

VD-106 R8 NT30 175 70 1.4 3201-005

MILLING-QUICK CHANGE SYSTEM KIT
ORDER NO. TAPER SOCKET FULL SET WEIGHT KGS CODE NO.

VD-111 NT30 NT30 1.MILLING QUICK-CHANGE HOLDER
2.DRILL CHUCK HOLDER
3.MORSE TAPER HOLDER
4.FACE MILL HOLDER
5.DIN6388 #25 COLLET CHUCK HOLDER
6.DIN6388 #25 15PCS COLLET
7.WRENCH
8.WOODEN BOX

10 3201-006

VD-112 NT40 NT30 10.5 3201-007

VD-113 NT40 NT40 14 3201-008

VD-115 NT50 NT40 16 3201-009

VD-116 R8 NT30 10 3201-010

Quick-Change Tooling System
MILLING-QUICK CHANGE HOLDER

ORDER NO A B C D E WEIGHT
 (kgs) CODE NO.

BT40-MCD32-105B 105 100 70 32 68 2.5 3202-411

BT50-MCD32-105B 120 100 70 32 68 5.3 3202-412

BT50-MCD42-115B 135 110 80 42 83 6.5 3202-413

High speed, rigid & precision.
Improve immediately 100% of cutting efficiency 
and accuracy.
A design and the performance were reformed 
completely.
Perfectly waterproof: Contact places can be 
cleaned with air blow.
Fitting: Longer cutter life with improved high 
rigidity.Less trouble due to over fitting.
15000 R.P.M.

Compression spring
Cutting tools life is made to last long
Improvement of surface accuracy
Improvement of cutting condition

There is an effect of attenuating the
vibration.

FIG. 1
Before

FIG. 2
New type 2 face contact

Now commonly shank used on the machine
has 2-3 mm space which can create vibration
and result in rough surface.

4 after locking, shank and machine taper
are totally 2 face contact, please see 2
flange, 3 taper, 5 machine.

QUICK-CHANG CHUCK TAPER ACCORDING TO DIN 2080 SPECIFICATION.
EASY AND FAST CHANGING MILLING CHUCK(HOLDER).
CHUCK TAPER PRECISELY MACHINED SUITABLE FOR HEAVY CUTTING.
ALL THE HOLDER SIZE ARE SPECIAL FOR THIS QUICK-CHANGE 
TOOLING SYSTEM ONLY.


